Mounting Guide

Gotive H42 MCS10 ETEL Multi Charging Station with Ethernet and E-Lock

Inside the package

MCS10 ETEL W 1320 xH 260 xD 158 mm

(W52.0xH 10.2xD 6.2in)

Wall mount

Wall mount

Tool

Power Cable

Holder

Support

Key

STP Cable

CAUTION
RISC OF ELECTRIC SHOCK
DO NOT OPEN
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PN:H42ACCO0164

00 0

SN:H42MCSXXXXX

Input:  90-264VAC, 2.9Amax./50-60Hz

Fuse: T4AL250V

Output: +5VDC 150Wmax.,
+12VDC 18Wmax.

For proper use refer to User's Guide
or www.gotive.com

RoHS Compliant

Slotted countersunk Head

Wood Screws 4x50 DIN97 4pcs
Dowel BK 8, Size 8/48 4pcs
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not included in the package
masonry bit 8 mm, screwdriver Bit#3
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Length max.180 cm 1pc

Top & Bottom Wall Holder 2pcs
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Left & Right Desk Support
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2pcs

1pc
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Length max.104 cm 1pc
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On The Wall

1 Insert the wall holders
(top, bottom)

6 Mount the top
wall holder to the wall
with 2 screws

7 Insert the bottom
wall holder into the MCS

2 Find the desired position
of the MCS and mark
the outline of the holder
(top) on the wall

3 Pull out the wall holder 8 Put the MCS on the top
(top) mounted wall holder
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9 Mark the outline of the
bottom wall holder

10 Remove the bottom
wall holder from
the MCS

4 Mark the position
for drilling and
drill the hole (38mm)

5 Insert dowels into
the holes

eotive Hy2

11 Mark the position
for drilling and
drill the hole (38mm)

16 Plug-in main power
cable and STP cable
into the MCS

12 Insert dowels into
the holes

17 Switch on the power
button on at the bottom
of the MCS
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On The Desk

13 Mount the bottom
wall holder to the wall

with 2 screws
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14 Put the MCS on both
mounted wall holders

18 Mount desk support and
screw in 2 screws to the

left, right side of the MCS

15 Screwin 2 screws to
the top and 2 screws to
the bottom of the MCS

19 Plug-in main power cable,
STP cable and switch on
the power button





